H-W EQUIPMENT

Traction Machines-Gearless

SPECIFICATIONS

 Loads up to 4000 Ibs for the 1:1 models and 5000 Ibs for the 2:1 models / Speeds up to 1000 FPM
» 15” diameter sheaves for 3/8" ropes for both 1:1 and 2:1 models; 20” diameter sheave for ropes up to " for both
1:1 and 2:1 models; 25” diameter sheaves for up to 5/8” ropes for the 1:1 models
¢ For modernization, can maintain existing deflector sheaves in most cases
¢ 28 and 40 pole motors for smooth, quiet and cool operation
¢ 2 independent braking systems available
o Each capable of stopping and holding 125% of capacity
o Optional Rope Gripper® available in lieu of second brake system
¢ Machines use standard core traction steel hoist rope or high strength IWRC rope
¢ 40% counterweight on the 1:1 model and 50% counterweight on the 2:1 models
¢ Sealed maintenance free bearings
¢ Fits through a 36” wide door
* GO GREEN - Approx. 90% efficiency
o Add regenerative drive to your controls for additional electrical savings
¢ Excellent ride quality

* Lower maintenance . . . GL 100 With
¢ Custom sub-bases available; may incorporate the Gripper X
* 2:1 Models are perfectly suited for MRL (Machine-Room-Less) applications Isolation Base

¢ Can be mounted overhead (down-pull) or basement (up-pull)

GL130A GL171
with Isolation Base with Deflector &
Rope Gripper
Sub-Base

GL185

with Guard,
Isolation & Rope
Gripper Sub-Base

GL171
with Standard Base

GL171
with Build-Up Frame
& 620 Gripper
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